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Pressure Measurement Record
Administration Building, Technical Center, Control Laboratory

Technician Dat

e
Jeremy Raye 6/10/13
Name: Ry

Equipment and Calibration

Pressure Meter Make, Model, and Identifier Units Zero Calibration
Omniguard 4 inWC Pass [ ] Fai
Unusual weather conditions [_]yes 0 Pressure meter reads 0.000 when both
I:] _ ports are open to ambient air.

Pressure measurement requires a differential pressure meter (aka micromanometer) with a resolution of 0.01
inches of water (in WC) or less (0.001 preferred). The recorded pressure measurement will be the average of

readings collected over a half-hour time span (to avoid ephemeral pressure changes such as wind gusts).

Administration Half-Hour Average Minimum Effective ot
Building Time Differential Pressure +0.001in WC ke
(in WC) ‘
Second Floor 14:51 0.016
Cafeteria 14:16 0.030 Pass[ ] Fail
Basement 13:45 0.035 Pass [_] Fail

Note: Inlet 1 should be open to indoor air. Inlet 2 (Reference) should be connected to the outdoor air tubing.

Vaohlca (8T HalHolr AveTage Minimum Effective Notes
(R&D Lab) Time Differential Pressure ;
(inWC) +0.001 in WC
North Basement 16:15 0.014 Pass [ Fail
South Basement 15:30 0.021 Pass [ | Fail

Note: Inlet 1 should be open to indoor air. Inlet 2 (Reference

) should be connected to

the outdoor air tubing.

Controi Haif-Hour Average Mini Effecti
Laboratory Time Differential Pressure 'Tomggq n s\féve Notes
(in WC) ’
Lab Area 16:42 0.042 Pass [ ] Fall

Note: This monitoring location is outside the building (unlike the Administration Building and Technical Center)
and the tubing should be connected as follows: Inlet 1 should be connected to the indoor air tubing. Inlet 2
(Reference) should be open to outdoor air.

Notes:

gy,
Upon completion, this form should be sent to the OXY Wichita Environmental Department (Lisa Blair) or ~ @X¥
Conestoga-Rovers & Associates (Doug Soutter: dsoutter@craworld.com). R’
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Building Inspection Record
Administration Building, Technical Center, Control Laboratory

Technician
Name:

Jeremy Raye

ate
6/10/13

Administration
Building

Building Inspection Notes
(Building Envelope and Floors)

Second Floor

No issues to report

Cafeteria

No issues to report

Basement

No issues to report

Additional details and corrective action

Technical Center
(R&D Lab)

Building Inspection Notes
(Building Envelope and Floors)

North Basement

No issues to report

South Basement

No issues to report

Additional details and corrective action

Control Building Inspection Notes
Laboratory (Building Envelope and Floors)
Lab Area No issues to report

Additional details and corrective action

Upon completion, this form should be sent to the OXY Wichita Environmental Department (Lisa Blair) or

Conestoga-Rovers & Associates (Doug Soutter: dsoutter@craworld.com).
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